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 Motor Parameters Symbols Units HoSM-176-AH HoSM-176-BH HoSM-176-CH 

P
ER

FO
R

M
A

N
C

E 

DC Bus Voltage VDC V 310 560 310 560 310 560 

Rated Torque Tr Nm 11.2 21.7 29.8 

Peak Torque Tp Nm 33.7 65.5 98.8 

Rated Speed Nr rpm 325 650 285 555 315 605 

No-Load Speed Nno-load rpm 460 835 375 685 390 715 

Torque Constant Kt Nm/A 7.79 9.45 9.03 

Voltage Constant Kv V/rpm 0.666 0.809 0.775 

Max. Cogging Torque Tcog % <1 

Torque Ripple Tripple % <1 

EL
EC

TR
IC

A
L 

Number of Pole 2p -- 24 

Rated Current Ir Arms 1.45 2.3 3.3 

Peak Current Ip Arms 4.8 7.6 12 

Line Resistance RLL@25°C Ohm 31.6 (±20%)  16.5 (±20%) 8.4 (±20%) 

Line Inductance LLL@60Hz mH 155.2 (±30%) 103.3 (±30%) 60.9 (±30%) 

M
EC

H
A

N
IC

A
L 

&
 T

H
ER

M
A

L 

Total Weight (+Face)  Ws kg 11 14.3 17.8 

Total Weight (+Flange) Wr kg 11.4 14.7 18.2 

Mech. Time Constant Kmech ms 3.43 1.81 1.34 

Thermal Resistance (2) Rth °C/W -- -- -- 

Inertia J kg.m2 0.00538 0.00802 0.01065 

Friction Torque  Tf Nm 2.8 

Motor Constant Km Nm/√W 0.58 0.41 0.85 0.58 0.95 0.69 

Rotor ID  mm 48 

 

1. All performance and electrical specifications are obtained at 25°C ambient and may change ±10%.  

  

HoSM-176 Technical Information 

  Motor Parameters Symbols Units HoSM-176-AL HoSM-176-BL HoSM-176-CL 

P
ER

FO
R

M
A

N
C

E 

DC Bus Voltage VDC V 24 48 24 48 24 48 

Rated Torque Tr Nm 10.8 21.7 30.2 

Peak Torque Tp Nm 18 35.8 54.3 

Rated Speed Nr rpm 125 315 75 195 65 165 

No-Load Speed Nno-load rpm 220 440 135 275 110 225 

Torque Constant Kt Nm/A 1.26 2.01 2.42 

Voltage Constant Kv V/rpm 0.108 0.172 0.207 

Max. Cogging Torque Tcog % <1 

Torque Ripple Tripple % <1 

EL
EC

TR
IC

A
L 

Number of Pole 2p -- 24 

Rated Current Ir Arms 8.6 10.8 12.5 

Peak Current Ip Arms 14.4 18 22.8 

Line Resistance RLL@25°C Ohm 0.75 (±20%) 0.72 (±20%) 0.6 (±20%) 

Line Inductance LLL@60Hz mH 3.75 (±30%) 4.3 (±30%) 4.01 (±30%) 

M
EC

H
A

N
IC

A
L 

&
 T

H
ER

M
A

L 

Total Weight (+Face)  Ws kg 11 14.3 17.8 

Total Weight (+Flange) Wr kg 11.4 14.7 18.2 

Mech. Time Constant Kmech ms 3.42 1.8 1.34 

Thermal Resistance (2) Rth °C/W -- -- -- 

Inertia J kg.m2 0.00538 0.00802 0.01065 

Friction Torque  Tf Nm 2.8 

Motor Constant Km Nm/√W 0.91 0.57 1.66 1.03 2.11 1.32 

Rotor ID  mm 48 
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Tr: Rated Torque    
Tp: Peak Torque    
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HoSM-176-AL 

 

HoSM-176-AH 

 

HoSM-176-BL 

 

HoSM-176-CL 

 

HoSM-176-CH 

 

@Tr 24V 

@Tp 24V 

@Tr 310V 

@Tp 310V 

@Tr 560V 

@Tp 560V 

@Tr 48V 

@Tp 48V 

HoSM-176-BH 
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HoSM-176 Outline Drawing 
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